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6. Brand- og redningstjeneste

1. AD kategori for CAT 5
brandtjeneste:

2. Redningsudstyr: Både og redningsflåder til 50 personer
3. Mulighed for fjernelse -

af ødelagt luftfartøj:
4. Bemærkninger: Søredning CAT 5

7. Sæsonmæssig anvendelighed - Rydning

1. Type af rydningsudstyr: Snerydningsudstyr til rådighed
2. Rydningsprioriteter: Se sneplan i AD 1.2
3. Bemærkninger: Hele året

8. Forpladser, rulleveje og checkpunkt data

1. Forpladsers overflade Asfalt
og styrke: PCN 29/F/A/Y/T

2. Rullevejes bredde, 15 M, asfalt
overflade og styrke: PCN 29/F/A/Y/T

3. ACL og ELEV: -
4. VOR checkpunkt: -

INS checkpunkt: -
5. Bemærkninger: NIL

9. Manøvreområders styre- og kontrolsystemer
og afmærkning

1. Luftfartøj standplads ID- -
skilte, ledelinjer for rulning,
visuelt parkeringslede-
system:

2. RWY og TWY RWY 14/32:
afmærkning: THR, RWY NR, TDZ, center linie, kant

TWY:
Center linie, kant, holdeposition

3. Stopbarrer: -
4. Bemærkninger: NIL

10. Lufthavnshindringer

1. I APCH og TKOF områder

RWY Type PSN
Berørt område ELEV

Afmærkninger/LGT

-

Bemærkninger: Alle hindringer er afmærket dag og nat

2. I "circling" område og på AD

Type PSN
ELEV

Afmærkninger/LGT

-

Bemærkninger: Alle hindringer er afmærket dag og nat
6. Rescue and Fire Fighting Service

1. AD category for CAT 5
fire fighting:

2. Rescue equipment: Boats and dinghies for 50 persons
3. Capability for removal -

of disabled aircraft:
4. Remarks: Sea rescue CAT 5

7. Seasonal Availability - Clearing

1. Type of clearing equipment: Snowremoval equipment AVBL
2. Clearance priorities: See snowplan in AD 1.2
3. Remarks: All seasons

8. Aprons, Taxiways and Check Locations Data

1. Apron surface Asphalt
and strength: PCN 29/F/A/Y/T

2. Taxiway width, surface 15 M, asphalt
and strength: PCN 29/F/A/Y/T

3. ACL and ELEV: -
4. VOR checkpoint: -

INS checkpoint: -
5. Remarks: NIL

9. Surface Movement Guidance and Control System
and Markings

1. Aircraft stand ID signs, -
Taxi guide lines,
Visual docking/
parking guidance system:

2. RWY and TWY RWY 14/32:
markings: THR, RWY NR, TDZ, Centre line, edge

TWY:
Centre line, edge, holding position

3. Stop bars: -
4. Remarks: NIL

10. Aerodrome Obstacles

1. In APCH and TKOF areas

RWY Type PSN
Area affected ELEV

Markings/LGT

-

Remarks: All obstacles are marked by day and night

2. In circling area and at AD

 Type PSN
ELEV

Markings/LGT

-

Remarks: All obstacles are marked by day and night
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11. Tilgængelige meteorologiske oplysninger

1. Tilknyttet MET kontor: Centralvejrtjenesten (DMI)
Kangerlussuaq

2. Tjenestetid: HO
Udenfor tjenestetid: -

3. MET kontor ansvarlig for Centralvejrtejensten (DMI)
udfærdigelse af TAF: Kangerlussuaq
Gyldighedsperioder: 9 HR

4. Type af landingsudsigter: -
Udstedelsesintervaller: -

5. Ydelse af briefing/ TEL 84 10 22
konsultation:

6. Flyvedokumentation: Klart sprog, kort til rådighed via FAX
Anvendt sprog: DA, EN

7. Kort og anden informa- Overflade analyser (aktuelt kort)
tion til rådighed: Prognose højdekort

SIGWX kort
8. Supplerende udstyr til -

rådighed:
9. Lufttrafiktjenesteenhed Sisimiut AFIS

forsynet med information:
10. Yderligere information: NIL

Strength (PCN) THR PSN THR ELEV 
surface of RWY and Highest ELEV of
SWY (SFC friction TDZ of precision

calibration NR) APCH RWY

PCN 29/F/A/Y/T 66 57 07.74N 33 FT
Asphalt 053 44 17.49W

PCN 29/F/A/Y/T 66 57 01.53N 17 FT
Asphalt 053 43 13.62W

CWY Strip Obstacle-free
dimensions dimensions zone

- 859x70 M -
- 859x70 M -

WAY CODE TYPE
NONP
NONP

ASDA LDA

799 M 799 M
799 M 799 M

RWY centre RWY edge RWY end SWY
line LGT: LGT: LGT: LGT:
Length Length Colour Length

Spacing Spacing WBAR Colour
Colour Colour

Intensity Intensity

- 799 M Red -
White
LIH

- 799 M Red -
White
LIH
11. Meteorological Information Provided

1. Associated MET Office: Central Forecasting Office (DMI)
Kangerlussuaq

2. Hours of service: HO
Outside Hours: -

3. Office responsible for Central Forecasting Office (DMI)
TAF preparation: Kangerlussuaq
Periods of validity: 9 HR

4. Type of landing forecast: -
Interval of issuance: -

5. Briefing/consultation TEL +299 84 10 22
provided:

6. Flight documentation: Plain language, charts AVBL via FAX
Language(s) used: DA, EN

7. Charts and other Surface Analysis (Current chart)
information available: Prognostic Upper Air Chart

SIGWX Chart
8. Supplementary equip- -

ment available:
9. ATS unit provided with Sisimiut AFIS

information:
10. Additional information: NIL

12. Runway Physical Characteristics/Baners fysiske data

RWY Direction RWY
dimensions

14 103.9° GEO 799x30 M
136.9° MAG

32 283.9° GEO 799x30 M
316.9° MAG

RWY RWY - SWY SWY
slope dimensions

14 - 0.7% -
32 + 0.7% -

Remarks/Bemærkninger: Runway Classification/Bane klassifikation: RWY NR R
14 1
32 1

13. Declared Distances/Operative banelængder

RWY TORA TO

14 799 M 79
32 799 M 79

Remarks/Bemærkninger: NIL

14. Approach and Runway Lighting/Landings- og banebelysnin

RWY APCH THR PAPI: TD
LGT: LGT: Angle LG
Type Colour MEHT Len

Length WBAR
Intensity

14 - Green * 7.5° -
32 FT

32 Centre line Green 7.5° ** -
580 M White 32 FT

LIH

Remarks/Bemærkninger: * THR ID LGT RWY 14 FLG White
** PAPI RWY 32 only to be used within 3.5 NM SS DM
AIRAC AMDT 1/09
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RWY 14 from LUTEV

Waypoint Latitude Longitude

LUTEV (IAWP/MAHWP) 66 55 27.66N 054 20 37.46W

NODBA (IWP) 67 00 18.46N 054 17 40.75W

OSVOV (FAWP) 66 59 08.64N 054 05 17.78W

PIXIV (MAWP) 66 57 57.86N 053 52 56.01W

RWY 14 from GUBDA

Waypoint Latitude Longitude

GUBDA (IAWP) 67 01 27.31N 054 30 04.89W

NODBA (IWP) 67 00 18.46N 054 17 40.75W

OSVOV (FAWP) 66 59 08.64N 054 05 17.78W

PIXIV (MAWP) 66 57 57.86N 053 52 56.01W

RWY 14 from AMVEP

Waypoint Latitude Longitude

AMVEP (IAWP) 67 05 09.20N 054 14 42.85W

NODBA (IWP) 67 00 18.46N 054 17 40.75W

OSVOV (FAWP) 66 59 08.64N 054 05 17.78W

PIXIV (MAWP) 66 57 57.86N 053 52 56.01W
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